Quick Entry to “Cascade” Configuration Option

Press @ @”Function General” will be displayed
If “Function Cascade Control” is displayed, press (’ or 0

Until “Function General” screen. Then press

Press (’ or o until Access Level screen is visible then press 0

Function 001-A
General
Date/Time

¢ 2X
Rotum o Access Level »0»{*“9]55 Level 1 Press 0 current access level will flash in display

Qo‘ma“”‘ Data Access Level (Desired) Enter access codes for desired level
. QOO

Code

Entry 0 @ Q @ Access level 3
Desired Level Press @ @ to exit into desired level

A
Function 001-A
General

Press (’ or o until Cascade Control screen is visible then press a

Function 001-B
Cascade Control

.| Configuration a »| Configure

Function ves/No | NO will flash upon entering

4 Configuration menu choice
Press 0 or o A A
! No ‘ ‘ Yes ‘
) ) . Press (’ or o
until desired selection is found . H

Flow Actual Outside Sensor .
Desired Yes/No fOf' desllred
¢ selection
A
Return to Operation Data Frost protection due to outside Press Q to confirm
. . temperature Yes/No
Configuration
. f I
Nominal Values Time Clock
Yes/No If selection on screen is
¢ L correct press

Time Clock Holidayprogramme
Yes/No

¢ ‘
Holidayprogramme Pump
Yes/No
¢ ‘
Hour Counters Number of boilers
Impulse Counters 1/2/3/4
Faults Flue gas header
Yes/No

;

Autochange sequence
Yes/No

A
Pump seizure protection
Yes/No

A
Reset Counters

Yes/No




